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1. Two set screws in the Fixed-Jaw ensure that it does not tilt 
backwards when a very high clamping force is applied.

2.  Iron Leadscrew Cover protects Leadscrew from swarf.

3.  Both sides of Slideways are HEAT TREATED.

4.  ANGLE LOCK MECHANISM creates downward pressure 
on Jaw ensuring both jaws are parallel during clamping.

5. Needle Bearing Thrust Collar cuts friction and increases 
clamping pressures 80%.
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Unit: mm/inch

HAV-4" 107 4 154 515/16 220 8 9/16 271 101/2 87 327/64 30 15/16
HAV-5" 110 41/4 163 61/2 249 93/4 304 12 98 355/64 32 11/4
HAV-6" 138 51/2 201 8 304 12 368 141/2 110 41/4 40 11/2
HAV-8" 198 73/4 264 10 3/4 402 1513/16 476 183/4 136 527/64 55 23/16
HAV-12" 320 125/8 400 153/4 480 187/8 560 22 219 85/8 − −

F J Weight (kg)

HAV-4" 107 4 242 91/2 318 1233/64 230 91/16 172 63/4 14 9/16 15 19/32 16 5/8 58 29/32 20
HAV-5" 110 41/4 280 11 355 14 256 101/16 210 81/4 15 19/32 15 19/32 16 5/8 66 219/32 29
HAV-6" 138 51/2 336 131/4 405 1515/16 300 113/4 238 93/8 19 3/4 18 3/4 18 3/4 72 254/64 41
HAV-8" 198 73/4 422 165/8 555 213/4 380 15 305 12 19 3/4 24 15/16 18 3/4 84 35/16 80
HAV-12" 320 125/8 − − 738 291/16 − − 408 161/16 19 3/4 24 15/16 − − 102 4 125

( Material: FCD 55 Ductile Iron. Hardness: HRC 45º ) Unit: mm/inch

6" SUPER-OPEN 8" 190 7 + 1/2" 263 10 + 3/8" 349 13 + 3/4" 413 16 + 1/4" 114 41/2 42 15/8

F J Weight (kg)

6" SUPER-OPEN 8" 198 77/8 336 131/4 433 17 300 113/4 238 93/8 19 3/4 18 3/4 18 3/4 75 263/64 50


