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ARC AL101/AL103/AW301
HALOGEEN MACHINEVERLICHTING / WATERPROOF HALOGEN MACHINE LAMPS
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/ LEVERBARE TYPEN / Zeer helder, geconcentreerd licht, ook over
§ AVAILABLE TYPES: grote afstanden. Spatwaterdichte, trilling
bestendige en robuuste werklamp.
. i Code INPUT LAMP Onbegrensde instelmogelijkheid van de ref-
s { _jj AMT-AL101A 24V (24V-70W) lektor door de 5 draaipunten in de draagar-
< = | — . AMT-AL103A 230V (12V*50W) men. Daar ze speciaal voor erfuik bij
\ L 1 AMT-AW301A 24V (24V-20W) machines zijn geconstrueerd, worden ze
5ii s G - voor vele merken werktuigmachines reeds in
AW301A gﬁ% AMT-AL101B 24V (24V-70W) grote series gefabriceerd.

\"“4 :m:“::ﬂggfﬂ 2223 (éi\\;gg‘w) This halogen lamp is used mainly where
E (24V-20W) bright concentrated light is required. Its
movable arm helps to provide excellent work
AL101B ‘:::’:;}ggﬁ: g:\\: (giggg‘w) lightings. Protective low  voltage connec-
; (24V-20W) tion 12V / 50W, 75W, for halogen. The lamp

is adopted with an electronic transformer
EXTRA: with small volume and high efficiency and
* can be applied in AC230V, directly for 103

AMT-AL23 hoeksteun [ angled rest :
and 102 type or 24V directly for 101 type.
AMT-AL28  tafelklem / table clamp ve irectly for 101 typ

AMT-AL/TRAFO-G-T18
halogeen transformator 230Vpr-24Vsec
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GL60
FLEXIBELE HALOGEEN LAMP /FLEXI-
BLE HALOGEN LIGHT

Stofdichte flexibele arm met schakelaar in
lampkop en transformator in de voet voor
230V aansluiting. Arm lengte 600 mm
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Code AMT-GL60
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Optional:
permanent magneet voet / magnetic base
Code AMT-GL60MB
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Dust proof tube with build-in transformer
in base. Arm length 600 mm.
Supply voltage 230V - lamp 12V 20W




